WERTHER INTERNATIONAL INC.

HOUSTON, TX ,TEL. 800-972-7668
FAX. 832-327-0669

WWW. WERTHER.COM

OIL-LESS STRAIGHT PISTON AIR COMPRESSOR PCS TAND EM

1SO 9001-2008 L IS0 134852008 [N o HP 4

Certified (¢ @ Certifleq Output Free Air 17.08CFM

ITEM # M72020 — 220V/60 HZ Output Free Air 484 L. Min

ITEM # M72010 - 220V/50 HZ Max Pressure PSI 116 PS]

I'TEM # M70721 - 220V/60 HZ DRYER

ITEM # M70711 - 220V/50 1Z DRYER Max Pressure Bar 8 bar
Max Current 220V 20 Amps
Noise Level 74 db/A
Tank Size Gal. 26

- Completely oil-less operation Tgnk S'_Ze Lt ) 100

- Same reliable compressor as the PC3in a Dimensions (ins.) S3x 26 x 34

a tandem configuration Weight 255 Ibs
- Optional self regenerative dessicant dryer Packaged Dims 57 x 30 x 42
- Integrated after cooler Packaged Weight 299 lbs

- 5 micron particle
- Long ServicelLife Backed by a Twelve
Month Warranty and Dedicated Tech Support
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FROM THE ANALYSIS OF THE APPLICATION TO THE TREATMENT OF THE
AIR, WERTHER INC. IS IN A UNIQUE POSITION TO SUPPLY THE MOST
SUITABLE COMPRESSOR AND CORRESPONDING ACCESSORIES TAILORED
TO THE CUSTOMER’S NEEDS.



